CATALYST 2002 OASIS SAML INDUSTRY INTEROPERABILITY DEMONSTRATION:

Current assumptions regarding facilities, furniture, and systems requirements

***NOTE TO DEMO PARTICIPANTS: PLEASE CONFIRM AND/OR CORRECT***

Room dimensions:

Current assumption: There will be at least 60 feet of usable “computer wall,” per the design I circulated last week (the other 20 feet being dedicated to Burton Group storage for Catalyst, behind a curtain, and to the Ethernet switch that the participating vendors will share).

Additional requirements for lighting appliances and facilities:

Current assumption: Lighting from in-room overhead chandeliers will be sufficient. No additional ceiling, wall, or tabletop lighting will be needed.

Signage requirements for suite and all vendor stations in suite:

Current assumption: Vendors will mount signs of equal dimensions/layout on their respective monitors for the demo (one monitor per vendor, one sign per monitor) and that they’ll request Burton Group produce these signs.

Final list/count of participating vendors:

Current assumption: No more than 13 vendors will participate (including Baltimore Technologies, Crosslogix, ePeople, Entegrity Solutions, Netegrity, Novell, Oblix, OverXeer, RSA Security, Sigaba, Sun Microsystems, Tivoli, Verisign). Where are Entrust, Hitachi/Quadrasis, IBM/Tivoli, and Systinet? Who are ePeople and OverXeer?
Final list of equipment they’ll need to place on/under tables:

Current assumption: Each vendor will have one CPU and one monitor (all CPUs of approximately equal dimensions, and all monitors of approximately equal dimensions). CPUs will fit under the display tables, and monitors will rest on the display tables along the “computer wall.” All vendors will share a common Ethernet hub/switch located in a corner of the room. There will be no printers or desk telephones in the room.

Final design of demonstration room indicating precisely where tables, equipment, and marketing literature will be installed/located/arranged; suggested layout is to place tables against walls for smoother traffic flow:

Current assumption: The demo room layout will be roughly consistent with the proposed design that I circulated last week.

List of how many demonstration tables in room will be sit-down vs. stand-up tables, and how many will be 4-foot vs. 6-foot tables:

Current assumption: Vendor CPUs/monitors will be situated approximately 3 feet apart. Vendors will situate CPUs under and monitors on 6-foot-long, stand-up tables. Consequently, to support 13 vendor stations, 3 feet apart (two vendors per table), along a 60-foot wall, there will need to be no more than 8 tables for the “computer wall.” On the opposite “literature wall,” there should be two 6-foot-long stand-up tables, allowing 14 stacks of literature (one for OASIS SSTC, plus 13 for each of the participating vendors). Consequently, the demo/literature will require a total of 10 six-foot-long stand-up tables.

Indication of what portion of the room will be set aside for hospitality-suite food/drinks:

Current assumption: The food/drink cart/table will be along the rear wall of the room (in front of the curtain between the demo area and the Catalyst storage area), and/or occupying part of the rear of the “literature wall.”

Power requirements of each piece of equipment installed in room:

Current assumption: In-room power will be sufficient for the 13 vendor CPU/monitor stations along the “computer wall,” plus the Ethernet switch along the rear of this wall.

Number, type, and location of telephones in room:

Current assumption: No desk telephones in room. Vendors, if need be, will use their respective cellphones.

Number, type, and location of LAN connections in room:

Current assumption: No need for LAN jacks/ports in room walls. Vendors will bring own Ethernet LAN switch, horizontal cabling, and NICs, and will conceal this behind/under “computer wall” tables.

Number, type, and location of Internet connections in room:

Current assumption: No need for Internet connections into room. All networking will be Ethernet LAN connections between vendor CPU/monitor stations along computer wall.

Whether they wish to hold this press conference in a separate room or in the California Room (where the demonstration will take place):

Current assumption: Vendors will conduct press conference in the California Room.

