Repair-Example:     

A car has a defective oxygen sensor, the MIL is on and the car comes in an independent repair shop.


Necessary steps to repair it:
1. Read out DTC’s.
2. Find out what the DTC’s mean and what is the defective part.
3. Find out the part-number and how to order it.
4. Find out where is the defective oxygen sensor and how to remove it and install the new one.
5. Check if the local electrical connections are correct.
6. Clear DTC’s.

Current Situation for Opel:


Informationtype
Read out of DTC‘s
Diagnostic Information
Part Information
Repair Description
Wiring Diagram

Available for independend repairers?

YES

YES

YES

YES

YES

What kind of format?
Electronic program on a Generic Scan Tool
Checking Procedure Information from a special Database for Diagnostic Purpose
Electronic Parts Catalogue,
Format and Structure is total different to the other Informationtypes.
Repair Information are in SGML-Documents with its own DTD
Wiring Diagrams are available via special CGM-grafics with many internal links and a special application to display 

How to get this information?
Generic Scan Tools are available from AVL, Bosch, Sun, Tecnotest ...

Available via TIS2000 – CD

Available via
EPC-CD

Available via TIS2000 – CD

Available via TIS2000 – CD

What are the costs?
From 1000,- to 4000,- €

TIS 2000-CD and EPC-CD are 900,- €/per year

