WebCGM TC Telecon – 20070801
Details:

Time: 7:00am,- 8:30am pt

Dial in numbers:

Toll numbers:

FRANCE +33-1-70-70-84-56

GERMANY +49-69-2222-3468

UNITED KINGDOM +44-20-7108-6391

USA +1-210-795-0625

Toll Free Numbers:

FRANCE 080-510-0984

GERMANY 0800-101-7056

UNITED KINGDOM 0800-279-9632

USA 866-617-3597

Pass Code: 6961530 – NOTE new passcode
If you need numbers for other countries, let me know

Preliminary Agenda

F2F meeting

Dates:  Aug 22-24
Location: Seattle

Reservations being made at Embassy Suites Seattle - Tacoma International Airport coordinated through Stuart
Status on CGM defect processing

Two defects submitted to ISO SC24 for processing

Update:  WG6 approved a recommendation to approve the two defaults and will forward them to theSC 24 Secretariat for further processing. It looks like the Secretariat will be able to run a one-month ballot. Thus, they should be forwarded to ITTF for preparation of Corrigendum 2 sometime in August.

Education and outreach program
Where do we stand and how do we proceed?

Multiple picture metafiles

We need to discuss and respond to email from Andy Dewild. (see http://lists.oasis-open.org/archives/cgmo-webcgm/200706/msg00027.html) 
Subsequent discussions with Andy indicated that CATIA drawings were saved as multiple sheet files, but exported to CGM as separate CGM files.

Use case identified by Forrest (see http://lists.oasis-open.org/archives/cgmo-webcgm/200707/msg00001.html). 
Technical discussion on potential 2.1 work items
Searchable text

Use case:  locating a particular wire on a wiring diagram

See: http://lists.oasis-open.org/archives/cgmo-webcgm/200706/msg00004.html 

Requirements from CPF in attached note:

· Keywords embedded in graphics

· Unstructured text appearing on the graphic

· One graphic/several graphics

· Wild cards or regular expressions

Previous discussion resulted in two approaches:
1. getAppStructuresByContent 

2. dedicated search interface

Response from US S1000D graphics subproject indicated a need for both solutions

Further discussion with US S1000D graphics subproject clarified some of the items.
1. search need only concern itself with values contains in content APS ATTR

2. no need to search for free text in graphic

3. search limited to current cgm file displayed

4. a subset of regexp would be sufficient to satisfy requirements
5. probably no requirements for list of keywords or strings

Sub-string hotspot identification

Response from US S1000D graphics subproject indicated that the defect resolution to the CGM standard is the correct approach and would solve the issue.

Further discussion with US S1000D graphics subproject confirmed that they support the defect resolution approach.
Animation

Use cases:  hydraulic valve opening/closing and then water flowing in/out of a system on a schematic, or powering up an aircraft and the chain of electrical/mechanical events that occur

Some options communicated with animation requestors:

· If it were implemented as "sprite" animation, would the requirement be for flight path or full transformations?  We think transformations.

· If it were full transformation it would probably require a DOM interface for a transform matrix.

· I would be possible to do declarative animation within the cgm file, but it would require a timing container to be embedded.  We think this may be too complicated

· The TC is thinking more in terms of a DOM interface where the script writer passes  the transformation matrices to the viewer and the script takes responsibility for timing issues.

 Is there a requirement for more than transform animation – color, patterns, etc?
Status:  Awaiting response from animation requestors.

Compression of files

Use cases and general discussion needed

Other graphical attributes (like arrowheads)

Use cases and general discussion needed

Global segments

Use cases and general discussion needed

Next telecon

`Aug 15, 2007
