8.4.36.2

1.1.1.1 SMTP

SMTP is Simple Mail Transfer Protocol[SMTP]. For use with this standard, Multipurpose Internet Mail Extensions[MIME] MUST be supported. 

For SMTP, the communication address is the fully qualified mail address of the destination Party as defined by [RFC822]. 
 Following is an example of an SMTP endpoint:

<tp:Endpoint tp:uri="mailto:ebxmlhandler@example.com" 

    tp:type="request"/>
NOTE:  The SMTP mail transfer agent can encode binary data 
 
when the receiving MTA does not support binary transfer. In general, SMTP transfer may involve coding and recoding of Content-Transfer-Encodings as a message moves along a sequence of MTAs. Such changes can in some circumstances invalidate some kinds of signatures even though no malicious actions or transmission errors have occurred.

NOTE: SMTP by itself (without any authentication or encryption) is subject to denial of service and masquerading by unknown Parties.  It is strongly suggested that those Parties who choose SMTP as their transport layer also choose a suitable means of encryption and authentication either in the document-exchange layer or in the transport layer such as [S/MIME].

NOTE: SMTP is an asynchronous protocol that does not guarantee a particular quality of service.  A transport-layer acknowledgment (i.e. an SMTP acknowledgment) to the receipt of a mail Message constitutes an assertion on the part of the SMTP server that it knows how to deliver the mail Message and will attempt to do so at some point in the future. However, the Message is not hardened and might never be delivered to the recipient.  Furthermore, the sender will see a transport-layer acknowledgment only from the nearest node. If the Message passes through intermediate nodes, SMTP does not provide an end-to-end acknowledgment.  Therefore receipt of an SMTP acknowledgement does not guarantee that the Message will be delivered to the application and failure to receive an SMTP acknowledgment is not evidence that the Message was not delivered.  It is RECOMMENDED that the reliable-messaging protocol in the ebXML Message Service be used with SMTP.
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